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Attachment A 

 

Completed Inspection Forms



 

INSPECTION SUMMARY AND CHECKLIST

LYMAN STREET AREA REMOVAL ACTION

PARCEL I9-4-14

I.  GENERAL INFORMATION

Inspection Date: 5/20/08
Conducted By/Phone Number: Gregg Rabasco/413-822-1184
Weather Conditions: Mostly sunny - 60ºF
Date of Last Inspection: 10/23/07

II.  INSPECTION SUMMARY
1. Confirm that the following figures have been reviewed:

2. Engineered Barriers -  Check applicable Barrier Types for this Parcel and Complete Inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

N/A

 X    Figure 3 from the draft Final Completion Report
 X    Figure 4 from the draft Final Completion Report 
 X    As-built survey drawing included in Appendix D of the draft Final Completion Report (and any alternative plan proposed by 
        GE) 
NA   Any alternative plan proposed by GE

Vegetative Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: soil cover 
erosion, areas of bare/sparse vegetation, uneven settlement, depressions, surface water ponding, burrows, vehicle ruts; exposed 
synthetic cover components; damage to synthetic cover components; proper functioning of water management features; 
unauthorized excavation; unauthorized uses of areas, etc.) 

Asphalt-Covered Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, depressions or potholes; presence of nuisance vegetation (weeds); uneven settlement, surface 
water ponding; burrows, vehicle ruts; exposed synthetic cover components; damage to synthetic cover components; proper 
functioning of water management features; unauthorized excavation; unauthorized uses of areas, etc.) 

- N/A

3.

- NA - subject to annual inspection to be performed in August or September 2008. 

4.

- Vegetative cover in good condition.
- Tree/shrub observations in Planting Area 1 are shown in Tables B-1 through B-6 in Attachment B; all trees and shrubs observed, 

as well as tree guards, cages, and stakes (where present), are in good condition. 
- Planting Area 2 not inspected; will be inspected as part of 1 ½ Mile Reach post-removal site control activities.

5.

-

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- None

  

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Other Soil Backfill Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, surface water ponding, burrows, vehicle ruts, unauthorized excavations, unauthorized uses of areas, erosion 
around drainage or swales, edges of paved areas, etc.) 

Other Vegetation Areas (Note any physical changes since last inspection;  note general condition of vegetative cover [e.g., evidence 
of stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, 
and tree stakes; review the tree/shrub restoration planting plan [Figure 3 of the Final Completion Report] and determine the percent 
survivorship of planted trees and shrubs.)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any 
other general observations, including parcel-specific restoration activities.

None
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INSPECTION SUMMARY AND CHECKLIST

LYMAN STREET AREA REMOVAL ACTION

PARCEL I9-4-19

I.  GENERAL INFORMATION

Inspection Date: 5/20/08
Conducted By/Phone Number: Gregg Rabasco/413-822-1184
Weather Conditions: Mostly sunny - 60ºF
Date of Last Inspection: 10/23/07

II.  INSPECTION SUMMARY
1. Confirm that the following figures have been reviewed:

2. Engineered Barriers -  Check applicable Barrier Types for this Parcel and Complete Inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

N/A

 X    Figure 3 from the draft Final Completion Report
 X    Figure 4 from the draft Final Completion Report 
 X    As-built survey drawing included in Appendix D of the draft Final Completion Report (and any alternative plan proposed by 
        GE) 
NA   Any alternative plan proposed by GE

Vegetative Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: soil cover 
erosion, areas of bare/sparse vegetation, uneven settlement, depressions, surface water ponding, burrows, vehicle ruts; exposed 
synthetic cover components; damage to synthetic cover components; proper functioning of water management features; 
unauthorized excavation; unauthorized uses of areas, etc.) 

Asphalt-Covered Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, depressions or potholes; presence of nuisance vegetation (weeds); uneven settlement, 
surface water ponding; burrows, vehicle ruts; exposed synthetic cover components; damage to synthetic cover components; proper 
functioning of water management features; unauthorized excavation; unauthorized uses of areas, etc.) 

- N/A

3.

- NA - subject to annual inspection to be performed in August or September 2008. 

4.

- Vegetative cover in good condition. 
- Planting Area 2 not inspected; will be inspected as part of 1 ½ Mile Reach post-removal site control activities.

5.

- None  

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- None

 

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Other Soil Backfill Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, surface water ponding, burrows, vehicle ruts, unauthorized excavations, unauthorized uses of areas, erosion 
around drainage or swales, edges of paved areas, etc.) 

Other Vegetation Areas (Note any physical changes since last inspection;  note general condition of vegetative cover [e.g., evidence 
of stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, 
and tree stakes; review the tree/shrub restoration planting plan [Figure 3 of the Final Completion Report] and determine the percent 
survivorship of planted trees and shrubs.)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any 
other general observations, including parcel-specific restoration activities.
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INSPECTION SUMMARY AND CHECKLIST

LYMAN STREET AREA REMOVAL ACTION

PARCEL I9-4-25/202

I.  GENERAL INFORMATION

Inspection Date: 5/20/08
Conducted By/Phone Number: Gregg Rabasco/413-822-1184
Weather Conditions: Mostly sunny - 60ºF
Date of Last Inspection: 10/23/07

II.  INSPECTION SUMMARY
1. Confirm that the following figures have been reviewed:

2. Engineered Barriers -  Check applicable Barrier Types for this Parcel and Complete Inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

N/A

 X    Figure 3 from the draft Final Completion Report
 X    Figure 4 from the draft Final Completion Report 
 X    As-built survey drawing included in Appendix D of the draft Final Completion Report (and any alternative plan proposed by 
        GE)
NA  Any alternative plan proposed by GE

Vegetative Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: soil cover 
erosion, areas of bare/sparse vegetation, uneven settlement, depressions, surface water ponding, burrows, vehicle ruts; exposed 
synthetic cover components; damage to synthetic cover components; proper functioning of water management features; 
unauthorized excavation; unauthorized uses of areas, etc.) 

Asphalt-Covered Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, depressions or potholes; presence of nuisance vegetation (weeds); uneven settlement, surface 
water ponding; burrows, vehicle ruts; exposed synthetic cover components; damage to synthetic cover components; proper 
functioning of water management features; unauthorized excavation; unauthorized uses of areas, etc.) 

- N/A

3.

- NA - subject to annual inspection to be performed in August or September 2008. 

4.

- Vegetative cover is in good condition.
- No trees/shrubs planted. 

5.

- None  

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- None

  

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Other Soil Backfill Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, surface water ponding, burrows, vehicle ruts, unauthorized excavations, unauthorized uses of areas, erosion 
around drainage or swales, edges of paved areas, etc.) 

Other Vegetation Areas (Note any physical changes since last inspection;  note general condition of vegetative cover [e.g., evidence 
of stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, 
and tree stakes; review the tree/shrub restoration planting plan [Figure 3 of the Final Completion Report] and determine the percent 
survivorship of planted trees and shrubs.)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any 
other general observations, including parcel-specific restoration activities.
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INSPECTION SUMMARY AND CHECKLIST

LYMAN STREET AREA REMOVAL ACTION

PARCEL I9-4-201

I.  GENERAL INFORMATION

Inspection Date: 5/20/08
Conducted By/Phone Number: Gregg Rabasco/413-822-1184
Weather Conditions: Mostly sunny - 60ºF
Date of Last Inspection: 10/23/07

II.  INSPECTION SUMMARY
1. Confirm that the following figures have been reviewed:

2. Engineered Barriers -  Check applicable Barrier Types for this Parcel and Complete Inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

N/A

 X    Figure 3 from the draft Final Completion Report
 X    Figure 4 from the draft Final Completion Report 
 X    As-built survey drawing included in Appendix D of the draft Final Completion Report (and any alternative plan proposed by 
        GE)
NA  Any alternative plan proposed by GE

Vegetative Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: soil cover 
erosion, areas of bare/sparse vegetation, uneven settlement, depressions, surface water ponding, burrows, vehicle ruts; exposed 
synthetic cover components; damage to synthetic cover components; proper functioning of water management features; 
unauthorized excavation; unauthorized uses of areas, etc.) 

Asphalt-Covered Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, depressions or potholes; presence of nuisance vegetation (weeds); uneven settlement, surface 
water ponding; burrows, vehicle ruts; exposed synthetic cover components; damage to synthetic cover components; proper 
functioning of water management features; unauthorized excavation; unauthorized uses of areas, etc.) 

- N/A

3.

- NA - subject to annual inspection to be performed in August or September 2008. 

4.

- Vegetative cover is stressed due to foot traffic. 
- No trees/shrubs planted. 

5.

- None  

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- None

  

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Other Soil Backfill Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, surface water ponding, burrows, vehicle ruts, unauthorized excavations, unauthorized uses of areas, erosion 
around drainage or swales, edges of paved areas, etc.) 

Other Vegetation Areas (Note any physical changes since last inspection;  note general condition of vegetative cover [e.g., evidence 
of stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, 
and tree stakes; review the tree/shrub restoration planting plan [Figure 3 of the Final Completion Report] and determine the percent 
survivorship of planted trees and shrubs.)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any 
other general observations, including parcel-specific restoration activities.
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INSPECTION SUMMARY AND CHECKLIST

LYMAN STREET AREA REMOVAL ACTION

PARCEL I9-4-203

I.  GENERAL INFORMATION

Inspection Date: 5/20/08
Conducted By/Phone Number: Gregg Rabasco/413-822-1184
Weather Conditions: Mostly sunny - 60ºF
Date of Last Inspection: 10/23/07

II.  INSPECTION SUMMARY
1. Confirm that the following figures have been reviewed:

2. Engineered Barriers -  Check applicable Barrier Types for this Parcel and Complete Inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

N/A

 X    Figure 3 from the draft Final Completion Report
 X    Figure 4 from the draft Final Completion Report 
 X    As-built survey drawing included in Appendix D of the draft Final Completion Report (and any alternative plan proposed by 
        GE)
NA  Any alternative plan proposed by GE

Vegetative Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: soil cover 
erosion, areas of bare/sparse vegetation, uneven settlement, depressions, surface water ponding, burrows, vehicle ruts; exposed 
synthetic cover components; damage to synthetic cover components; proper functioning of water management features; 
unauthorized excavation; unauthorized uses of areas, etc.) 

Asphalt-Covered Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, depressions or potholes; presence of nuisance vegetation (weeds); uneven settlement, surface 
water ponding; burrows, vehicle ruts; exposed synthetic cover components; damage to synthetic cover components; proper 
functioning of water management features; unauthorized excavation; unauthorized uses of areas, etc.) 

- N/A

3.

- NA - subject to annual inspection to be performed in August or September 2008. 

4.

- Vegetative cover in good condition.
- No trees/shrubs planted. 

5.

- None  

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- None

  

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Other Soil Backfill Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, surface water ponding, burrows, vehicle ruts, unauthorized excavations, unauthorized uses of areas, erosion 
around drainage or swales, edges of paved areas, etc.) 

Other Vegetation Areas (Note any physical changes since last inspection;  note general condition of vegetative cover [e.g., evidence 
of stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, 
and tree stakes; review the tree/shrub restoration planting plan [Figure 3 of the Final Completion Report] and determine the percent 
survivorship of planted trees and shrubs.)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any 
other general observations, including parcel-specific restoration activities.
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INSPECTION SUMMARY AND CHECKLIST

LYMAN STREET AREA REMOVAL ACTION

PARCEL I9-8-2

I.  GENERAL INFORMATION

Inspection Date: 5/20/08
Conducted By/Phone Number: Gregg Rabasco/413-822-1184
Weather Conditions: Mostly sunny - 60ºF
Date of Last Inspection: 12/6/07

II.  INSPECTION SUMMARY
1. Confirm that the following figures have been reviewed:

2. Engineered Barriers -  Check applicable Barrier Types for this Parcel and Complete Inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

- N/A

 X    Figure 3 from the draft Final Completion Report
 X    Figure 4 from the draft Final Completion Report 
 X    As-built survey drawing included in Appendix D of the draft Final Completion Report (and any alternative plan proposed by 
        GE)
NA  Any alternative plan proposed by GE

Vegetative Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: soil cover 
erosion, areas of bare/sparse vegetation, uneven settlement, depressions, surface water ponding, burrows, vehicle ruts; exposed 
synthetic cover components; damage to synthetic cover components; proper functioning of water management features; unauthorized 
excavation; unauthorized uses of areas, etc.) 

Asphalt-Covered Engineered Barrier (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, depressions or potholes; presence of nuisance vegetation (weeds); uneven settlement, surface 
water ponding; burrows, vehicle ruts; exposed synthetic cover components; damage to synthetic cover components; proper 
functioning of water management features; unauthorized excavation; unauthorized uses of areas, etc.) 

3.

- Erosion observed in Planting Area 3 (see Figure 2).

4.

- Disturbed areas are in need of seeding.
- Tree/shrub observations are shown in Tables B-7 through B-14 in Attachment B; all trees and shrubs, as well as tree guards,

cages, and stakes (where present), are in good condition except as follows:

* One dead white pine observed.
* Two dead cottonwoods observed. 
* Two dead quaking aspens observed. 
* One red osier dogwood not located.
* Tree guard on one box elder needs repair. 

5.

-

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Repair erosion in Planting Area 3.
- Re-seed disturbed areas.
- Replant one choke cherry, one white pine, two cottonwoods, two quaking aspens, and one red osier dogwood.
- Repair damaged tree guard on one box elder. 

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Other Vegetation Areas (Note any physical changes since last inspection;  note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and 
tree stakes; review the tree/shrub restoration planting plan [Figure 3 of the Final Completion Report] and determine the percent 
survivorship of planted trees and shrubs.)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.

Other Soil Backfill Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, surface water ponding, burrows, vehicle ruts, unauthorized excavations, unauthorized uses of areas, erosion 
around drainage or swales, edges of paved areas, etc.) 

None

* One dead choke cherry observed. 
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Attachment B 

 

Documentation of Tree/Shrub 
Observations 

 



 

SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 6 Good Good
2 7 Good Good
3 6 Good Good
4 4 Good Good
5 7 Good Good

Average Height (ft.): 6.0
Height Range (ft.): 4-7
Total Tree Count: 5

TABLE B-1
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-4-14 - BLACK WILLOW (SALIX NIGRA) 

G:\GE\GE_Pittsfield_CD_Lyman_St\Reports and Presentations\Inspections\05-08\
220811324AttaBCount.xls - Black Willow Page 1 of 1 6/18/2008



 

SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 8 Good Good
2 7 Good Good
3 7 Good Good
4 7 Good Good
5 7 Good Good
6 8 Good Good
7 8 Good Good
8 7 Good Good
9 4 Good Good
10 5 Good Good
11 4 Good Good
12 3 Good Good

Average Height (ft.): 6.3
Height Range (ft.): 3-8
Total Tree Count: 12

TABLE B-2
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-4-14 - BOX ELDER (ACER NEGUNDO) 

G:\GE\GE_Pittsfield_CD_Lyman_St\Reports and Presentations\Inspections\05-08\
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 2 Good NA
2 3 Good NA
3 2 Good NA
4 3 Good NA
5 1 Good NA
6 2 Good NA
7 2 Good NA
8 2 Good NA
9 2 Good NA

10 1 Good NA

Average Height (ft.): 2.0
Height Range (ft.): 1-3

Total Shrub Count: 10

TABLE B-3
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-4-14 - CHOKE CHERRY (PRUNUS VIRGINIANA)

G:\GE\GE_Pittsfield_CD_Lyman_St\Reports and Presentations\Inspections\05-08\
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA

GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 4 Good NA
2 4 Good NA
3 3 Good NA
4 4 Good NA
5 2 Good NA
6 4 Good NA
7 4 Good NA
8 3 Good NA
9 4 Good NA

10 4 Good NA

Average Height (ft.): 3.6
Height Range (ft.): 2-4

Total Shrub Count: 10

TABLE B-4
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-4-14 - NORTHERN ARROWWOOD (VIBURNUM DENTATUM)

G:\GE\GE_Pittsfield_CD_Lyman_St\Reports and Presentations\Inspections\05-08\
220811324AttaBCount.xls - Arrowwoods I9-4-14 Page 1 of 1 6/18/2008



 

SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good NA
2 4 Good NA
3 4 Good NA
4 3 Good NA
5 3 Good NA
6 4 Good NA
7 4 Good NA
8 3 Good NA
9 3 Good NA

10 3 Good NA

Average Height (ft.): 3.4
Height Range (ft.): 3-4

Total Shrub Count: 10

TABLE B-5
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-4-14 - SILKY DOGWOOD (CORNUS AMONUM)  

G:\GE\GE_Pittsfield_CD_Lyman_St\Reports and Presentations\Inspections\05-08\
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 4 Good NA
2 4 Good NA
3 4 Good NA
4 4 Good NA
5 4 Good NA
6 4 Good NA
7 4 Good NA
8 4 Good NA
9 3 Good NA
10 4 Good NA

Average Height (ft.): 3.9
Height Range (ft.): 3-4

Total Shrub Count: 10

TABLE B-6
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-4-14 - WINTERBERRY HOLLY (ILEX VERTICILLATA) 

G:\GE\GE_Pittsfield_CD_Lyman_St\Reports and Presentations\Inspections\05-08\
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 5 Good Needs top guard
2 6 Good Good
3 5 Good Good
4 5 Good Good
5 6 Good Good
6 5 Good Good
7 6 Good Good
8 6 Good Good
9 6 Good Good

Average Height (ft.): 5.6
Height Range (ft.): 5-6
Total Tree Count: 9

TABLE B-7
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-8-2 - BOX ELDER (ACER NEGUNDO)

G:\GE\GE_Pittsfield_CD_Lyman_St\Reports and Presentations\Inspections\05-08\
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good NA
2 3 Good NA
3 2 Good NA
4 3 Good NA
5 3 Good NA
6 3 Good NA
7 2 Good NA
8 2 Good NA
9 2 Good NA

10 NA Dead NA

Average Height (ft.): 2.6
Height Range (ft.): 2-3

Total Shrub Count: 10

TABLE B-8
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-8-2 - CHOKE CHERRY (PRUNUS VIRGINIANA)

G:\GE\GE_Pittsfield_CD_Lyman_St\Reports and Presentations\Inspections\05-08\
220811324AttaBCount.xls - Choke Cherry - I9-8-2 Page 1 of 1 6/18/2008



 

SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 5 Good Good
2 5 Good Good
3 5 Good Good
4 5 Good Good
5 5 Good Good
6 5 Good Good
7 NA Dead NA
8 NA Dead NA

Average Height (ft.): 5.0
Height Range (ft.): 5
Total Tree Count: 8

TABLE B-9
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-8-2 - COTTONWOOD (POPULUS DELTOIDES)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA

GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 2 Good NA
2 2 Good NA
3 2 Good NA
4 2 Good NA
5 2 Good NA
6 2 Good NA
7 2 Good NA
8 2 Good NA
9 2 Good NA
10 2 Good NA

Average Height (ft.): 2.0
Height Range (ft.): 2

Total Shrub Count: 10

TABLE B-10
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-8-2 - NORTHERN ARROWWOOD (VIBURNUM DENTATUM)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 8 Good Good

Average Height (ft.): 8
Height Range (ft.): --
Total Tree Count: 1

TABLE B-11
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-8-2 - NORTHERN RED OAK (QUERCUS RUBRA)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 4 Good Good
2 4 Good Good
3 4 Good Good
4 3 Good Good
5 3 Good Good
6 3 Good Good
7 4 Good Good
8 4 Good Good
9 3 Good Good
10 3 Good Good
11 4 Good Good
12 4 Good Good
13 NA Dead NA
14 NA Dead NA

Average Height (ft.): 3.6
Height Range (ft.): 3-4
Total Tree Count: 14

TABLE B-12
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-8-2 - QUAKING ASPEN (POPULUS TREMULA)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good NA
2 2 Good NA
3 2 Good NA
4 2 Good NA
5 3 Good NA
6 2 Good NA
7 2 Good NA
8 2 Good NA
9 2 Good NA

10 2 Good NA
11 2 Good NA
12 2 Good NA
13 2 Good NA
14 2 Good NA
15 2 Good NA
16 2 Good NA
17 2 Good NA
18 2 Good NA
19 2 Good NA
20 2 Good NA
21 2 Good NA
22 2 Good NA
23 2 Good NA
24 2 Good NA
25 2 Good NA
26 2 Good NA
27 2 Good NA
28 2 Good NA
29 2 Good NA
30 NA Not Found NA

Average Height (ft.): 2.1
Height Range (ft.): 2-3

Total Shrub Count: 30

TABLE B-13
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-8-2 - RED OSIER DOGWOOD (CORNUS SERICEA)  
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR LYMAN STREET AREA
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 NA Dead NA

Average Height (ft.): NA
Height Range (ft.): --
Total Tree Count: 1

TABLE B-14
SUMMARY OF TREE/SHRUB OBSERVATIONS - PARCEL I9-8-2 - WHITE PINE (PINUS STROBUS) 
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