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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL I9-7-1

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

-  Confirmed

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover in good condition. (No trees/shrubs planted.)

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL I9-7-1

II.  INSPECTION SUMMARY (continued)
5.

-

6.

- None  

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- None

  

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or
in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)
N/A - subject to annual inspection to be performed in August or September 2008.
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-1

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover in good condition.
- Tree/shrub observations are included in Tables B-1 (Planting Area 1) and B-3 and B-4 (Planting Area 3):

*  18 Eastern Cottonwoods observed to be in good condition; 14 of the 32 planted Eastern Cottonwoods not located.
*  All Red/Common Elderberry plantings observed to be in good condition.
*  9 Lowbush Blueberry plantings observed to be in good condtion; one not located.

- Tree cages that were previously installed on the Eastern Cottonwoods were in good condition.
.

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-1

II.  INSPECTION SUMMARY (continued)
5.

-

6.

- Woodchuck burrow holes observed along top of riverbank.
- Tree cages to protect saplings were installed in October/November 2007.
- Replacement plantings required under EPA-approved Restoration Planting Plan were installed on May 6-7, 2008.

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Install 14 Eastern Cottonwood Trees in Planting Area 1.  
- Install 1 Lowbush Blueberry Plant in Planting Area 3.
- Monitor woodchuck burrows to make sure they do not jeopardize the integrity of the engineered barrier.

in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or

N/A - subject to annual inspection to be performed in August or September 2008.
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-2

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed 

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover in good condition.
- Tree/shrub observations are included in Tables B-3 and B-4 (Planting Area 3) and B-5 (Planting Area 4). All plantings were observed

to be in good condition with the exception of one Lowbush Blueberry from Planting Area 3 that was not located. 
- Tree cages that were previously installed on the Box Elders in Planting Area 4 were in good condition. 

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-2

II.  INSPECTION SUMMARY (continued)
5.

-

6.

-
- Replacement plantings required under EPA-approved Restoration Planting Plan were installed on May 6-7, 2008.

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- None

 

Tree cages to protect saplings were installed in October/November 2007.

N/A - subject to annual inspection to be performed in August or September 2008.
in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-3

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed 

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover in good condition.
- Tree observations are included in Tables B-6 (Planting Area 5) and B-7 (Planting Area 6):

* 11 Box Elders in Planting Area 5 observed to be in good condition; 3 of the 14 planted Box Elders not located. 
* 23 Eastern Cottonwoods in Planting Area 6 observed to be in good condition; 1 observed to be dead, 1 observed to be 
stressed, and 3 not located. 

- One Eastern Cottonwood in Planting Area 6 requires installation of a tree guard; all existing tree guards and tree cages were in 
good conditon. 

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-3

II.  INSPECTION SUMMARY (continued)
5.

-

6.

- Tree cages to protect saplings were installed in October/November 2007.
-

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Install 3 Box Elders in Planting Area 5.
- Install 4 Eastern Cottonwoods in Planting Area 6.
- Monitor stressed Eastern Cottonwood in Planting Area 6. 
- Install 1 tree guard on Eastern Cottonwood in Planting Area 6.

Replacement plantings required under EPA-approved Restoration Planting Plan were installed on May 6-7, 2008.

N/A - subject to annual inspection to be performed in August or September 2008.
in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-4

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover in good condition.
- Tree/shrub observations are included in Tables B-8 through B-11 (Planting Areas 7 through 10):

* All trees in Planting Areas 7, 8, and 9 observed to be in good condition.
* One dead and 3 stressed Red Maples observed in Planting Area 10, but do not affect percent survival relative to original planted 
quantity because 3 additional Red Maples were later installed and are in good condition.

- All observed tree guards/cages were in good condition.

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-4

II.  INSPECTION SUMMARY (continued)
5.

-

6.

- Tree cages to protect saplings were installed in October/November 2007.
-

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Monitor stressed Red Maples in Planting Area 10.

 

Replacement plantings required under EPA-approved Restoration Planting Plan were installed on May 6-7, 2008. 

N/A - subject to annual inspection to be performed in August or September 2008.
in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-5

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
___ Vegetative
___ Asphalt-Covered

A.

- N/A
 

  
  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover in good condtion.
- Tree/shrub observations are included in Tables B-12 through B-17 (Planting Areas 11 through 16):

* All trees in Planting Areas 11 and 13 observed to be in good condition.
* One original and 5 extra Red/Common Elderberry plantings in Planting Area 12 observed to be stressed.
* One Northern Red Oak in Planting Area 14 observed to be dead; others observed to be in good condition.
* One Box Elder in Planting Area 15 observed to be dead; others observed to be in good condition.
* One Red Maple in Plainting Area 16 observed to be in good condition; 3 of the 4 planted Red Maples not located.

- 6 Box Elders in Planting Area 15 require tree guards.

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-5

II.  INSPECTION SUMMARY (continued)
5.

-

6.

- Replacement plantings required under EPA-approved Restoration Planting Plan were installed on May 6-7, 2008. 

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Install 1 Northern Red Oak in Planting Area 14.
- Install 1 Box Elder in Planting Area 15.
- Install 3 Red Maples in Planting Area 16.
- Monitor the stressed Red/Common Elderberries in Planting Area 12.
- Install 6 tree guards in Planting Area 15.

N/A - subject to annual inspection to be performed in August or September 2008.
in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-6

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
 X  Vegetative
___ Asphalt-Covered

A.

- All areas in good condition.
 

  
  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover in good condition.
- Tree observations are included in Tables B-18 (Planting Area 17) and B-19 (Planting Area 18). All trees observed to be in good condition 

except for one dead Northern Red Oak in Planting Area 18.
- 10 Box Elders in Planting Area 17 require tree guards.

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-6

II.  INSPECTION SUMMARY (continued)
5.

-

6.

- Replacement plantings required under EPA-approved Restoration Planting Plan were installed on May 6-7, 2008.

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Install 1 Northern Red Oak in Planting Area 18.
- Install 10 tree guards in Planting Area 17.

N/A - subject to annual inspection to be performed in August or September 2008.
in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-8

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
 X  Vegetative
___ Asphalt-Covered

A.

- Vegetative cover/grass is stressed and sparse.
- Two metal brackets observed to have been driven into barrier cover to hold open entrance gate. 

  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover/grass is stressed and sparse.
- Tree/shrub observations are included in Tables B-20 through B-27 (Planting Areas 19 through 24):

* All trees in Planting Areas 19 and 21 observed to be in good condition.
* One Red Maple in Planting Area 20 observed to be in good condition; 1 not located.
* 5 Red/Common Elderberry plantings in Planting Area 22 observed to be in good condition; 1 observed to be dead.
* 2 Red Maples in Planting Area 23 observed to be dead and the remaining 3 observed to be stressed.
* All plantings in Planting Area 24 observed to be in good condition except for 1 stressed Red/Common Elderberry.

- One Eastern Cottonwood in Planting Area 19 requires installation of a tree guard and the tree guard at another Eastern
Cottonwood in that area needs repair. 

- 3 Red Maples in Planting Area 23 require tree guards. 

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-8

II.  INSPECTION SUMMARY (continued)
5.

- N/A - subject to annual inspection to be performed in August or September 2008.

6.

- Sinkhole observed near top of riverbank, close to high tension towers. 
- Left-over haybales noted at south end of the parcel.  
-

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Re-seed or fertilize grass cover (done by D.F. Lane in June 2008). 
- Remove metal brackets at entrance gate (done by Peter Wojcik of GE).
- Install 1 Red Maple tree in Planting Area 20.
- Install 1 Red/Common Elderberry in Planting Area 22.
- Install 2 Red Maple trees in Planting Area 23.
- Repair 1 tree guard and install 1 tree guard in Planting Area 19.
- Install 3 tree guards in Planting Area 23.
- Repair sinkhole adjacent to riverbank.
- Monitor stressed plantings observed in Planting Areas 23 and 24.

in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or

Replacement plantings required under EPA-approved Restoration Planting Plan were installed on May 6-7, 2008. 
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-12

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
 X Vegetative
 X Asphalt-Covered

A.

- Vegetation/grass is stressed and sparse.
 

  
  

B.

- All areas in good condition.

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Excessive mulch and erosion control mats are holding back growth in some areas.
- Tree/shrub observations are included in Tables B-28 through B-33 (Planting Areas 25 through 29). All plantings observed to be in good

condition except that topsoil is needed around the base of 2 Eastern Cottonwoods in Planting Area 27.
- One Box Elder in Planting Area 28 requires installation of a tree guard; all existing tree guards, where present, were in good condition. 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL J9-23-12

II.  INSPECTION SUMMARY (continued)
5.

-

6.

-
- Natural Resource Restoration/Enhancement (NRRE) area requires moving in Fall 2008.

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Re-seed or fertilize grass cover (done by D.F. Lane in June 2008).
- Remove excessive mulch and erosion control mats where growth is being held back (done by D.F. Lane in June 2008).
- Add topsoil to the base of 2 trees in Planting Area 27.
- Mow NRRE area in the Fall of 2008.
- Install 1 tree guard in Planting Area 28.
  

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or

Replacement plantings required under the EPA-approved Restoration Planting Plan were installed on May 6-7, 2008.

N/A - subject to annual inspection to be performed in August or September 2008.
in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL City of Pittsfield

I.  GENERAL INFORMATION

Inspection Date: 5/30/2008
Conducted By/Phone Number: Gregg Rabasco/ (413) 822-1184
Weather Conditions: Sunny, 65ºF
Date of Last Inspection: 10/10/2007

II.  INSPECTION SUMMARY
1.

- Confirmed

2. Engineered Barriers -  Check applicable barrier types for this parcel and complete inspection for each:
 X  Vegetative
___ Asphalt-Covered

A.

- Tree saplings growing out of rip-rap swale in area where engineered barrier is located.
 

  
  

B.

- N/A

3.

- N/A - subject to annual inspection to be performed in August or September 2008.

4.

- Vegetative cover in good condition.
- Tree/shrub observations are included in Table B-2 (Planting Area 2) and in the tables in Attachment B for Planting Areas 1, 4, 6, 

10, 13, 16, and 18, all of which include a portion of this parcel. Observations for the latter Planting Areas are described in inspection
forms for other parcels. The one Red Maple at Planting Area 2 was observed to be in good condition, as was it’s tree guard.

Confirm that Figure 3 of the Final Completion Report for the Newell Street Area II Removal Action  (Final Completion Report) and the as-
built survey drawings and engineered barrier plan included in Appendix E of that document have been reviewed.

Vegetative Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: topsoil 
erosion; bare or sparsely vegetated areas; deficiencies in the soil layer overlaying the synthetic cover components [e.g., excessive 
erosion, surface water ponding, depressions, exposed synthetic cover components, vehicle ruts, or other abnormalities]; damage to 
synthetic cover components; uneven settlement relative to surrounding areas; the proper functioning of any associated surface water 
diversions; the condition of fencing; animal burrows; unauthorized excavation; etc.) 

Asphalt-Covered Engineered Barriers (Note any physical changes since last inspection; note evidence of any of the following: 
excessive cracking, fissures, spalling, or potholes; depressions and/or surface water ponding, excessive rutting, or exposed subbase 
materials; the condition of perimeter drainage system discharge locations [e.g., evidence of blockage], etc.) 

Other Backfilled/Restored Areas (Note any physical changes since last inspection; note evidence of any of the following: excessive 
settlement, soil erosion, drainage problems, burrows, vehicle ruts, excessive cracking or potholes in the paved surface of the access road, 
unauthorized excavations, unauthorized uses of areas, etc.) 

Vegetation Areas (Note any physical changes since last inspection; note general condition of vegetative cover [e.g., evidence of 
stressed/sparse cover], other landscaping items [trees, shrubs, etc.] planted during restoration activities, tree guards, tree cages, and tree 
stakes; review the restoration planting plan included in Appendix L (Figure L-1) of the Final Completion Report and determine the percent 
survivorship of planted trees and shrubs; and measure and record the size of all trees and shrubs subject to inspection.)
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INSPECTION SUMMARY AND CHECKLIST

NEWELL STREET AREA II REMOVAL ACTION

PARCEL City of Pittsfield

II.  INSPECTION SUMMARY (continued)
5.

-

6.

-
- The outlet of the rip-rap drainage swale is showing signs of erosion.

III.  FOLLOW-UP MAINTENANCE AND REPAIR ACTIVITIES
- Remove saplings from rip-rap swale.
- Repair outlet of rip-rap drainage swale.
- Remove miscellaneous debris adjacent to sewer manhole.

Water and Sewer Department left a pile of miscellaneous debris that was removed from an onsite clogged sanitary sewer manhole.

N/A - subject to annual inspection to be performed in August or September 2008.
in the exposure of underlying geotextile fabric [unless such fabric overlays concrete].)

Other Observations (Confirm that repair/maintenance measures identified during prior inspection have been performed; note any other 
general observations, including parcel-specific restoration activities.)

ATTACH ADDITIONAL INFORMATION AS APPROPRIATE

Areas Potentially Susceptible to Erosion (Inspect any other areas that are potentially subject to erosion as a result of the remediation, 
including drainage outlets, drainage swales, and edges of pavement located within the limits of the soil removal areas, and note evidence 
of any erosion.  Include, where relevant, an inspection of the drainage swale running along the City of Pittsfield property onto Parcel J9-23-
8 and associated drainage outlet on Parcel J9-23-8; the barrier drainage pipe originating on Parcel J9-23-8 that discharges adjacent to the 
westernmost drainage swale on Parcel J9-23-12; the drainage swale between Parcels J9-23-8 and J9-23-12 and associated drainage 
outlet on Parcel J9-23-12; the drainage swale and three drainage outlets on Parcel J9-23-12; and the edges of paved areas [i.e., the 
access road] on Parcels J9-23-8 and J9-23-12; verify the integrity of these structures and evaluate whether drainage through or 
discharges from these outlets are causing erosion; verify that there has been no significant movement of riprap or reduction in riprap 
thickness that threatens the stability of the riprapped swale or drainage outlets, or results in the erosion of underlying soils or sediment or
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 4 Good Good
2 3 Good Good
3 4 Good Good
4 4 Good Good
5 4 Good Good
6 4 Good Good
7 4 Good Good
8 5 Good Good
9 4 Good Good
10 4 Good Good
11 2 Good Good
12 2 Good Good
13 3 Good Good
14 3 Good Good
15 2 Good Good
16 3 Good Good
17 5 Good Good
18 1 Good Good

Average Height (ft.): 3.4
Height Range (ft.): 1-5
Total Tree Count: 18

TABLE B-1
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 1 - EASTERN COTTONWOOD (POPULUS DELTOIDES)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good Good

Average Height (ft.): 3.0
Height Range (ft.): --
Total Tree Count: 1

TABLE B-2
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 2 - RED MAPLE (ACER RUBRUM) 
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 2 Good No Guard Needed
2 3 Good No Guard Needed
3 3 Good No Guard Needed
4 3 Good No Guard Needed
5 3 Good No Guard Needed
6 3 Good No Guard Needed
7 3 Good No Guard Needed
8 3 Good No Guard Needed
9 3 Good No Guard Needed
10 3 Good No Guard Needed
11 3 Good No Guard Needed
12 4 Good No Guard Needed
13 4 Good No Guard Needed
14 1 Good No Guard Needed
15 3 Good No Guard Needed
16 3 Good No Guard Needed
17 2 Good No Guard Needed
18 2 Good No Guard Needed
19 1 Good No Guard Needed
20 4 Good No Guard Needed

Average Height (ft.): 2.8
Height Range (ft.): 1-4

Total Shrub Count: 20

TABLE B-3
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 3 - RED ELDERBERRY (SAMBUCUS 

RACEMOSA)/COMMON ELDERBERRY (SAMBUCUS CANADENSIS)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 1 Good No Guard Needed
2 1 Good No Guard Needed
3 1 Good No Guard Needed
4 1 Good No Guard Needed
5 1 Good No Guard Needed
6 1 Good No Guard Needed
7 1 Good No Guard Needed
8 1 Good No Guard Needed
9 1 Good No Guard Needed

Average Height (ft.): 1.0
Height Range (ft.): 1-1

Total Shrub Count: 9

TABLE B-4
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 3 - LOWBUSH BLUEBERRY (VACCINIUM 

ANGUSTIFOLIUM)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 6 Good Good
2 6 Good Good
3 5 Good Good
4 6 Good Good
5 6 Good Good
6 5 Good Good
7 5 Good Good
8 6 Good Good
9 6 Good Good
10 5 Good Good
11 4 Good Good
12 7 Good Good

Average Height (ft.): 5.6
Height Range (ft.): 4-7
Total Tree Count: 12

TABLE B-5
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 4 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 6 Good Good
2 2 Good Good
3 2 Good Good
4 2 Good Good
5 3 Good Good
6 3 Good Good
7 3 Good Good
8 2 Good Good
9 3 Good Good
10 2 Good Good
11 1 Good Good

Average Height (ft.): 2.6
Height Range (ft.): 1-6
Total Tree Count: 11

TABLE B-6
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 5 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 4 Good Good
2 3 Good Good
3 4 Good Good
4 1 Good Good
5 2 Good Good
6 1 Good Good
7 3 Good Good
8 2 Stressed Good
9 2 Good Good
10 1 Good Good
11 1 Good Good
12 2 Good Good
13 1 Good Good
14 1 Good Good
15 1 Good Good
16 NA Dead Good
17 2 Good Good
18 1 Good Needs a Tree Guard
19 2 Good Good
20 4 Good Good
21 4 Good Good
22 3 Good Good
23 3 Good Good
24 4 Good Good
25 3 Good Good

Average Height (ft.): 2.3
Height Range (ft.): 1-4
Total Tree Count: 25

TABLE B-7
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 6 - EASTERN COTTONWOOD (POPULUS DELTOIDES)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 6 Good Good
2 6 Good Good

Average Height (ft.): 6.0
Height Range (ft.): 6-6
Total Tree Count: 2

TABLE B-8
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 7 - BLACK CHERRY (PRUNUS SEROTINA)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 6 Good Good
2 7 Good Good
3 4 Good Good
4 3 Good Good
5 4 Good Good
6 2 Good Good
7 4 Good Good
8 4 Good Good
9 5 Good Good
10 5 Good Good
11 3 Good Good
12 2 Good Good

Average Height (ft.): 4.1
Height Range (ft.): 2-7
Total Tree Count: 12

TABLE B-9
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 8 - CRACK WILLOW (SALIX FRAGILIS)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 6 Good Good
2 6 Good Good
3 5 Good Good
4 6 Good Good
5 5 Good Good
6 5 Good Good
7 6 Good Good
8 6 Good Good
9 5 Good Good
10 7 Good Good
11 6 Good Good
12 3 Good Good
13 3 (Extra Tree) Good Good
14 3 (Extra Tree) Good Good
15 4 (Extra Tree) Good Good

Average Height (ft.): 5.1
Height Range (ft.): 3-7
Total Tree Count: 15

TABLE B-10
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 9 - BLACK CHERRY (PRUNUS SEROTINA)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 1 Good Good
2 2 Good Good
3 1 Good Good
4 NA Dead Good
5 2 Good Good
6 4 Stressed Good
7 3 Stressed Good
8 2 Stressed Good
9 1 (Extra Tree) Good Good
10 1 (Extra Tree) Good Good
11 1 (Extra Tree) Good Good

Average Height (ft.): 1.8
Height Range (ft.): 1-4
Total Tree Count: 11

TABLE B-11
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 10 - RED MAPLE (ACER RUBRUM) 
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good Good
2 5 Good Good
3 5 Good Good

Average Height (ft.): 4.3
Height Range (ft.): 3-5
Total Tree Count: 3

TABLE B-12
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 11 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 4 Good No Guard Needed
2 4 Good No Guard Needed
3 3 Good No Guard Needed
4 2 Good No Guard Needed
5 3 Good No Guard Needed
6 3 Good No Guard Needed
7 3 Good No Guard Needed
8 1 Stressed No Guard Needed
9 1 (Extra tree) Stressed No Guard Needed
10 1 (Extra tree) Stressed No Guard Needed
11 1 (Extra tree) Stressed No Guard Needed
12 1 (Extra tree) Stressed No Guard Needed
13 1 (Extra tree) Stressed No Guard Needed

Average Height (ft.): 2.2
Height Range (ft.): 1-4

Total Shrub Count: 13

TABLE B-13
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 12 - RED ELDERBERRY (SAMBUCUS 

RACEMOSA) /COMMON ELDERBERRY (SAMBUCUS CANADENSIS)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 5 Good Good

Average Height (ft.): 5.0
Height Range (ft.): --
Total Tree Count: 1

TABLE B-14
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 13 - EASTERN COTTONWOOD (POPULUS DELTOIDES)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 7 Good Good
2 7 Good Good
3 NA Dead NA

Average Height (ft.): 7.0
Height Range (ft.): 7-7
Total Tree Count: 3

TABLE B-15
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 14 - NORTHERN RED OAK (QUERCUS RUBRA)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good Good
2 2 Good Needs Tree Guard
3 NA Dead NA
4 1 Good Needs Tree Guard
5 2 Good Needs Tree Guard
6 2 Good Good
7 3 Good Needs Tree Guard
8 1 Good Needs Tree Guard
9 3 Good Needs Tree Guard
10 3 Good Good

Average Height (ft.): 2.2
Height Range (ft.): 1-3
Total Tree Count: 10

TABLE B-16
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 15 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good Good

Average Height (ft.): 3.0
Height Range (ft.): --
Total Tree Count: 1

TABLE B-17
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 16 - RED MAPLE (ACER RUBRUM) 
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 6 Good Good
2 2 Good Needs Tree Guard
3 3 Good Needs Tree Guard
4 2 Good Needs Tree Guard
5 2 Good Needs Tree Guard
6 3 Good Needs Tree Guard
7 1 Good Needs Tree Guard
8 3 Good Needs Tree Guard
9 2 Good Needs Tree Guard
10 2 Good Needs Tree Guard
11 3 (Extra Tree) Good Needs Tree Guard

Average Height (ft.): 2.6
Height Range (ft.): 1-6
Total Tree Count: 11

TABLE B-18
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 17 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 NA Dead NA
2 7 Good Good
3 7 Good Good

Average Height (ft.): 7.0
Height Range (ft.): 7-7
Total Tree Count: 3

TABLE B-19
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 18 - NORTHERN RED OAK (QUERCUS RUBRA)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 1 Good Good
2 3 Good Good
3 3 Good Good
4 2 Good Good
5 1 Good Needs Repair
6 1 Good Needs a Tree Guard

Average Height (ft.): 1.8
Height Range (ft.): 1-3
Total Tree Count: 6

TABLE B-20
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 19 - EASTERN COTTONWOOD (POPULUS DELTOIDES)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good Good

Average Height (ft.): 3.0
Height Range (ft.): --
Total Tree Count: 1

TABLE B-21
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 20 - RED MAPLE (ACER RUBRUM) 
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good Good
2 3 Good Good
3 2 (Extra Tree) Good Good
4 3 (Extra Tree) Good Good

Average Height (ft.): 2.8
Height Range (ft.): 2-3
Total Tree Count: 4

TABLE B-22
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 21 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good No Guard Needed
2 3 Good No Guard Needed
3 1 Good No Guard Needed
4 NA Dead NA
5 1 Good No Guard Needed
6 1 Good No Guard Needed

Average Height (ft.): 1.8
Height Range (ft.): 1-3

Total Shrub Count: 6

TABLE B-23
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 22 - RED ELDERBERRY (SAMBUCUS 

ROCEMOSA) /COMMON ELDERBERRY (SAMBUCUS CANADENSIS) 
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 1 Stressed Needs a Tree Guard
2 NA Dead NA
3 1 Stressed Needs a Tree Guard
4 2 Stressed Needs a Tree Guard
5 NA Dead NA

Average Height (ft.): 1.3
Height Range (ft.): 1-2
Total Tree Count: 5

TABLE B-24
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 23 - RED MAPLE (ACER RUBRUM) 
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 2 (Extra Tree) Good Good
2 3 (Extra Tree) Good Good
3 3 (Extra Tree) Good Good
4 1 (Extra Tree) Good Good

Average Height (ft.): 2.3
Height Range (ft.): 1-3
Total Tree Count: 4

TABLE B-25
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 24 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 1 Good No Guard Needed
2 1 Good No Guard Needed
3 1 Good No Guard Needed
4 1 Good No Guard Needed
5 1 Good No Guard Needed
6 1 Good No Guard Needed
7 1 Good No Guard Needed
8 1 Good No Guard Needed
9 1 Good No Guard Needed
10 1 Good No Guard Needed

Average Height (ft.): 1.0
Height Range (ft.): 1-1

Total Shrub Count: 10

TABLE B-26
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 24 - LOWBUSH BLUEBERRY (VACCINIUM 

ANGUSTIFOLIUM)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good No Guard Needed
2 3 Good No Guard Needed
3 3 Good No Guard Needed
4 3 Good No Guard Needed
5 3 Good No Guard Needed
6 3 Good No Guard Needed
7 3 Stressed No Guard Needed
8 3 Good No Guard Needed
9 3 Good No Guard Needed
10 3 Good No Guard Needed
11 3 Good No Guard Needed
12 3 Good No Guard Needed
13 3 Good No Guard Needed
14 3 Good No Guard Needed
15 1 Good No Guard Needed
16 3 Good No Guard Needed
17 3 Good No Guard Needed
18 3 Good No Guard Needed
19 3 Good No Guard Needed
20 3 Good No Guard Needed

Average Height (ft.): 2.9
Height Range (ft.): 1-3

Total Shrub Count: 20

TABLE B-27
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 24 - RED ELDERBERRY (SAMBUCUS 

RACEMOSA) /COMMON ELDERBERRY (SAMBUCUS CANADENSIS)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 4 Good Good

Average Height (ft.): 4.0
Height Range (ft.): --

Total Shrub Count: 1

TABLE B-28
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 25 - RED OSIER DOGWOOD (CORNUS SERICEA)  
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Shrub
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 3 Good No Guard Needed

Average Height (ft.): 3.0
Height Range (ft.): --

Total Shrub Count: 1

TABLE B-29
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 25 - RED ELDERBERRY (SAMBUCUS 

RACEMOSA) /COMMON ELDERBERRY (SAMBUCUS CANADENSIS)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 5 Good Good
2 4 Good Good
3 6 Good Good
4 5 Good Good

Average Height (ft.): 5.0
Height Range (ft.): 4-6
Total Tree Count: 4

TABLE B-30
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 26 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 5 Needs Topsoil Good
2 4 Needs Topsoil Good

Average Height (ft.): 4.5
Height Range (ft.): 4-5
Total Tree Count: 2

TABLE B-31
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 27 - EASTERN COTTONWOOD (POPULUS DELTOIDES)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 5 Good Good
2 6 Good Good
3 4 Good Good
4 6 Good Good
5 5 Good Good
6 5 Good Good
7 7 Good Good
8 6 Good Good
9 4 Good Good
10 5 Good Good
11 6 Good Good
12 6 Good Good
13 5 Good Good
14 5 Good Good
15 4 Good Good
16 6 Good Good
17 3 Good Good
18 6 Good Good
19 4 Good Good
20 5 Good Good
21 5 (Extra Tree) Good Needs a Tree Guard

Average Height (ft.): 5.1
Height Range (ft.): 3-7
Total Tree Count: 21

TABLE B-32
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 28 - BOX ELDER (ACER NEGUNDO)
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SUMMARY OF MAY 2008 INSPECTION ACTIVITIES FOR NEWELL STREET AREA II
GENERAL ELECTRIC COMPANY - PITTSFIELD, MASSACHUSETTS

Tree/Shrub Height (ft.) Condition of Tree
Condition of Tree Cage, Guard, 

and Stakes (where present)
1 5 Good Good
2 4 Good Good
3 5 Good Good

Average Height (ft.): 4.7
Height Range (ft.): 4-5
Total Tree Count: 3

TABLE B-33
SUMMARY OF TREE/SHRUB OBSERVATIONS - PLANTING AREA: 29 - SLIPPERY ELM (ULMUS RUBRA)
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